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NMC-500R
Crimping tool

Crimp tools (crimpers) are designed to crimp connectors of the Registered Jack (RJ) type on telephone cables and data cables.

The NMC-500R is designed for crimping RJ45 / 8P8C, RJ12 / 6P6C and RJ11 / 6P4C connectors. The tool is equipped with a device for stripping a
flat cable and is supplied with a separate device for stripping round cables. This tool is professional, thanks to the "front" crimping.

Ordering Table
P/N Individual package Collective package Freight package

Dimensions,
mm

Weight, kg Quantity
Dimensions,

mm
Weight, kg Quantity

Dimensions,
mm

Weight, kg

NMC-500R 190х125х25 0.525 5 pcs. 275x110x130 2.7 30 pcs. 285x240x420 17.0
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NMC-500R
Crimping tool

Detailed characteristics
Characteristic Value
Packaging  Individual - Blister
Temperature ranges  Storage from -20 to +70 ° C. Operation from -10 to +50 ° C
Color  Black-blue-orange
Number of ports for main cables  1 Year
Additional features  Cable stripper in Bundle
Type of crimp connectors  RJ45/8P8C, RJ12/6P6C, RJ11/6P4C
Crimping section design  One-piece; Zinc-aluminum alloy, with steel plates
Crimp section stroke  Straight
Frame Material  Mild steel
Coating of steel elements  Blackening
Handles  Non-slip thermoplastic (TPR)
Mechanism of return of handles  Yes, with ratchet
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